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互換性

e-corder またはER281PowerChrom に接続して使用し

ます。コンピュータはUSB接続を有するWindows2000、

NP、XPXPで、ChartまたはPowerChromソフトウェアを

使って測定します。標準のC 4Dヘッドは外径365μm のキャ

ピラリーカラムに対応します。

アプリケーション

C 4DアンプはCEシステムやイオンクロマトグラフィーの高感

度検出器として電導度シグナルを連続的にモニターします。

C 4Dヘッドは幅広いカラムに対応します。 　　

　•外径365μm以上のカラム

　• 大部分のCEチップの形状にフィット

　•マイクロフルイド用電気泳動のプラットフォームヘッド
　ステージ(ET121)も揃っています。

特徴

静電結合による非接触型電気伝導度検出器(C4D)の原理は、

キャピラリーカラムの外周に二つの筒状電極を離して取付け、

一つを作用電極として交流の高電圧波で励起します。二番目

の電極はこの交流波を受けるレシーバとして機能させDCシ

グナルに復調させます。EA120 非接触型の電気伝導度検出

器はC 4DアンプとC 4Dヘッドとで構成されており、キャピ

ラリー電気泳動(CE)システムやイオンクロマトグラフィー

の高感度検出器として利用されています。

キャピラリーカラムを小型のC 4Dヘッドに通し、交流波を充

ててピックアップします。C 4Dアンプが励起交流波を発生し 、

受けたシグナルをフィルター処理しオフセット処理して復

調します。

仕様

•ソフトウェアでコントロール

•e-corderやPowerChrom281と併用

•各社のキャピラリー電気泳動システムに対応

•標準で360～365μmキャピラリーカラムに対応

•励起周波数の調整可能

コネクター 8ピン、DIN端子

ヘッドステージゲイン 0.2mV/nA、または1.0mV/nA

C
4
Dアンプのシグナル

ゲイン

x1、x10、x100、x1000

シグナル分解能 16ﾋﾞｯﾄ、設定レンジの0.0051%(Chart使用
時)、~24ﾋﾞｯﾄ(PowerChrom使用時)

最大入力シグナル 3 V

励起周波数 50～1200kHz

励起電圧 1～100VACp-p

オフセット分解能 20ﾋﾞｯﾄ

ローパスフィルター 10Hz 、PowerChrom使用時
10、5、2、1Hz、Chart使用時

出力シグナル κ row 0～1V、⊿κ0～±3

I2C 入出力 オス・メスDB-9 ピンコネクター　　
電源供給及び制御

消費電力 (e-corderか
PowerChromより供給)　

±17VDC 、～20mA
+8VDC 、～20mA
～3W

サイズ(hxwxd) 60 ㎜ ×150 ㎜×200 ㎜

重量 0.8kg

C
4
Dヘッドの サイズ　　

(hxwxd)
28.5 ㎜ ×25.2 ㎜×10 .0 ㎜

作動温度 0 ～35 ℃
0 ～90% 湿度(非結露)

eDAQ社では予告なく、これらの仕様を変更する場合があります。
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Applications cont’d

The C4D Amp is based on a design originally conceived by 
Professor Peter Hauser and co-workers at the University of Basel:

Determination of different classes of amines with capillary zone 
electrophoresis and contactless conductivity detection. Xiao Yang 
Gong, Peter C. Hauser, Electrophoresis, 27, 468–473, 2006.

Determination of chlorhexidine digluconate and 
polyhexamethylene biguanide in eye drops by capillary 
electrophoresis with contactless conductivity detection. Eva M 
Abad-Villar, Susanne F. Etter; Michael A. Thiel, and Peter C. 
Hauser, Analytica Chimica Acta, 561, 133-137, 2006

Evaluation of the detection of biomolecules in capillary 
electrophoresis by contactless conductivity measurement.
Eva M. Abad-Villar, Pavel Kubán, Peter C. Hauser, Journal of 
Separation Science, 29, 1031–1037, 2006.

Analysis of electroplating baths by capillary electrophoresis 
with high voltage contactless conductivity detection. Ling 
Zhang, Shokooh S Khaloo, Pavel Kubán, and Peter C Hauser, 
Measurement Science and Technology, 17, 3317–3322, 
2006.

Enantiomeric separation of underivatized small amines in 
conventional and on-chip capillary electrophoresis with 
contactless conductivity detection. Xiao Yang Gong, and Peter 
C. Hauser, Electrophoresis,  27, 4375–4382, 2006.

Rapid electrophoretic separations in short capillaries using 
contactless conductivity detection and a sequential injection 
analysis manifold for hydrodynamic sample loading. Andreas 
Wuersig, Pavel Kubá, Shokooh S. Khaloo and Peter C. Hauser, 
The Analyst, 131, 944–949, 2006. 

Detection of Human Immunoglobulin in Microchip and 
Conventional Capillary Electrophoresis with Contactless 
Conductivity Measurements. Eva M. Abad-Villar, Jatisai 
Tanyanyiwa, M. Teresa Fernández-Abedul, Agustín Costa-Garcí, 
and Peter C. Hauser, Analytical Chemistry, 76, 1282–1288, 
2004.

Determination of major inorganic ions in blood serum and 
urine by capillary electrophoresis with contactless conductivity 
detection. Qi Jin Wan, Pavel Kubán, Jatisai Tanyanyiwa, Andrea 
Rainelli, and Peter C. Hauser, Analytica Chimica Acta, 525, 
11–16, 2004.

Contactless conductivity detection of selected organic ions in 
on-chip electrophoresis. Jatisai Tanyanyiwa, Eva M. Abad-Villar, 
Peter C. Hauser, Electrophoresis, 25, 903–908, 2004.

Application of a contactless conductivity detector to the 
determination of inorganic ions in ion chromatography.
Pavel Kubán, Marcel A. Müri and Peter C. Hauser,  The Analyst, 
129, 82–86, 2004.

On-site simultaneous determination of anions and cations in 
drainage water using a flow injection-capillary electrophoresis
system with contactless conductivity detection. Pavel Kubán, 
Miriam Reinhardt, Beat Müller and Peter C. Hauser, Journal of 
Environmental Monitoring, 6, 169–174, 2004.

High-voltage contactless conductivity detection of underivatized 
amino acids in capillary electrophoresis. Jatisai Tanyanyiwa, 
Karin Schweizer, and Peter C. Hauser, Electrophoresis, 24, 
2119–2124, 2003.

Improved capacitively coupled conductivity detector for capillary 
electrophoresis. Jatisai Tanyanyiwa, Benedikt Galliker, Maria A. 
Schwarz and Peter C. Hauser, The Analyst, 127, 214–218, 
2002.

High-voltage contactless conductivity detection of metal ions 
in capillary electrophoresis. Jatisai Tanyanyiwa, and Peter C. 
Hauser, Electrophoresis, 23, 3781–3786, 2002.




